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DADE COUNTY - GEORGIA 

BOARD OF COMMISSIONERS 
PHONE # 706-657-4625 

 
REQUEST FOR PROPOSALS 
 
#2016-06 
 
ISSUE DATE:  June 6, 2016 
 
The Historic Courthouse Preservation Committee recommends to the Board of 
Commissioners of Dade County, Georgia, soliciting competitive sealed proposal bids 
from qualified vendors to replace the existing windows in the Historic Courthouse located 
in the town square in Trenton, Georgia (Dade County, Georgia).  
 
Replacement process of each window includes, but may not be limited to the following ~ 

• Removal and transport of existing windows to an agreed upon location;  
• Manufacturing of new windows according to the project specifications (enclosed); 
• Correction and/or replacement of window’s framing (if needed); 
• Complete installation of new windows and cleanup  

 
Proposals will be received until 12:00 p.m. on Thursday, June 30, 2016 in the Dade 
County Board of Commissioners Office located in the Dade County Administrative 
Building, 71 Case Avenue, Suite 243, Trenton, Georgia 30752.  Any proposal received 
after this time and date will not be accepted. 
 
A public bid opening will be held at 2:00 p.m. on Thursday, June 30, 2016 in the office of 
the County Clerk of the Dade County Board of Commissioners located in the Dade 
County Administrative Building, 71 Case Avenue, Suite 243, Trenton, Georgia 30752. 
 
October 26, 2001 OJP Architectural Firm produced the Preservation Plan of the Historic 
Dade County Courthouse that the Courthouse Preservation Committee is using as 
guidance to replace the windows.  Pages seven and ten of this document summarizes 
the need to install new windows interpretive of the originals.  Questions regarding this 
proposal related to historic preservation and renovation should be addressed to Ms. 
Donna Street representing the Courthouse Preservation Committee by calling 
423-227-6057, no later than five (5) working days prior to bid opening date.  A 
pre-proposal conference will be scheduled, at the discretion of the County.  After the 
pre-proposal conference is held then any and all questions should be made in writing and 
shall be answered accordingly in writing.  Questions requiring written information must 
be submitted no later than ten (10) working days prior to bid opening date and mailed to 
Dade County Commission, Attention:  County Clerk, P.O. Box 613, Trenton, GA  
30752-0613.  Telephone inquiries must be made between the hours of 9:00 a.m. and 
4:00 p.m. eastern standard time Monday through Friday. 
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It is requested installers of the windows shall have a minimum of five (5) years’ 
experience of installing this product.  Installers shall provide at least five (5) references of 
installation projects equal or greater compared to this project being proposed at the 
historic courthouse. Details should include date project completed, location, dollar 
amount and customer contact information.  
 
Proposals must be typed or submitted in black ink.  All proposals must include six (6) 
copies of the official proposal form, non-collusion statement, and any supporting 
documentation.  Proposals should be enclosed in a sealed envelope or container with 
the following information clearly marked on the outside of the envelope or container. 
 
 REQUEST FOR PROPOSAL (RFP) 
 HISTORIC COURTHOUSE WINDOWS 
 DADE COUNTY BOARD OF COMMISSIONERS 
 DUE JUNE 30, 2016 AT 12:00 P.M. (NOON) 
 
The envelope or container must be mailed or delivered to: 
 
If by courier or hand delivery:   If by U.S. mail: 
Dade County Commission    Dade County Commission 
Attention:  Don Townsend, County Clerk Attention:  Don Townsend, County Clerk 
Dade County Administrative Building  P.O. Box 613 
71 Case Avenue, Suite 243   Trenton, GA  30752-0613 
Trenton, GA  30752-2429  
 
 
Proposals received after the announced time and date due, whether mailed or delivered, 
will be returned unopened.  Nothing herein is intended to exclude any responsible 
vendor or in any way restrain or restrict competition among vendors. Selection criteria will 
include an evaluation of the scope of services proposed, experience, references and 
price.  Vendors are encouraged to be specific as to their understanding of the task to be 
performed and their proposed procedures for implementation. 
 
The Board of Commissioners of Dade County, Georgia reserve the right to award in part 
or in whole or to reject any or all proposals, to waive technicalities or require additional 
information prior to award.  Enclosed is a "Proposal Requirement and Non-Collusion 
Statement" that shall be signed and returned with the proposal. 
 
All vendors submitting a proposal will be notified in writing of award. 
 
Respectfully Submitted, 
 
Ted Rumley, Chairman/County Executive   
Board of Commissioners      
Dade County, Georgia      
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GENERAL TERMS AND CONDITIONS FOR SUBMITTING REQUEST 
FOR PROPOSAL TO DADE COUNTY, GEORGIA 

 
 

1. Awards shall be made on the proposal that best meets the needs of Dade County, 
Georgia (hereafter referred to as “County”) for specifications, cost and 
compatibility. 

 
2. The County reserves the right to accept or reject any or all bids. The right is also 

reserved to waive any minor irregularities in this bid, and to award the bid to the 
bidder whose offer is most advantageous to the County from the standpoint of 
suitability to purpose, quality of service, previous experience and price, and to 
accept the bid that is in the best interests of the County. 
 

3. Minimum specifications are designed as a requirement of the bid. Minimum 
specifications are outlined to provide for a particular need or use by the County, 
and are not meant to eliminate any particular vendor.  If a particular minimum 
specification is unable to be met by the vendor, then the bidder, prior to the 
opening of the bid, shall contact the Dade County Clerk in writing to determine if a 
particular specification may be altered or accepted. 
 

4. The bidder hereby declares that all statements and representations made in the 
bid proposal are true and correct, and are made under the penalty of perjury under 
the laws of the State of Georgia. 
 

5. Insurance coverage for proposed services shall include general liability and 
workers' compensation, which shall include automobile liability insurance in a 
combined single limit of not less than $1 million dollars, unless specified otherwise 
in the specifications. 
 

6. The selected firm shall provide, within 10 days after the notice of award is issued, a 
copy of their existing liability insurance certificate naming Dade County, Georgia 
and its officers and employees as an additionally named insured on said policies.  
Such insurance coverage shall be maintained in full force and effect for the 
duration of the Contract and must be in a form satisfactory to the County. 
 

7. The vendor will provide references, including current clients. 
 

8. The vendor will be asked to sign an agreement that substantially includes all of the 
specifications in this proposal. 
 

9. For additional information concerning technology specifications, contact Daniel 
Jones, Information Technology, at djones@dadecounty-ga.gov  
 

mailto:djones@dadecounty-ga.gov
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10. Pursuant to O.C.G.A. § 36-60-13 - Multiyear lease, purchase, or lease purchase 
contracts - each county or municipality in this state shall be authorized to enter into 
multiyear lease, purchase, or lease purchase contracts of all kinds for the 
acquisition of goods, materials, real and personal property, services, and supplies, 
provided that any such contract shall contain provisions for the following: 
 

a. The contract shall terminate absolutely and without further obligation on the 
part of the county or municipality at the close of the calendar year in which it 
was executed and at the close of each succeeding calendar year for which it 
may be renewed as provided in this Code section; 

b. The contract may provide for automatic renewal unless positive action is 
taken by the county or municipality to terminate such contract, and the 
nature of such action shall be determined by the county or municipality and 
specified in the contract; 

c. The contract shall state the total obligation of the county or municipality for 
the calendar year of execution and shall further state the total obligation 
which will be incurred in each calendar year renewal term, if renewed; and 

d. The contract shall provide that title to any supplies, materials, equipment, or 
other personal property shall remain in the vendor until fully paid for by the 
county or municipality. 
 

11. Provider acknowledges and agrees to comply with the requirements of O.C.G.A. § 
13-10-90 and 13-10-91.  Provider further agrees to use the federal work 
authorization program commonly known as E-Verify or any subsequent 
replacement program, throughout the term of this agreement, and that the 
Provider will execute the Contractor Affidavit adopted by the State of Georgia and 
other such affidavits or other documents as may reasonably be required to comply 
with the terms of this statute. 

 
 
 
For general bid information, contact Don Townsend, County Clerk, Dade County Board of 
Commissioners at (706) 657-4625. 
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 PROPOSAL REQUIREMENTS AND NON-COLLUSION STATEMENT 
 
My signature certifies that the proposal as submitted complies with all Terms and 
Conditions as set forth. My signature also certifies that the accompanying proposal is not 
the result of, or affected by, any unlawful act of collusion with another person or company 
engaged in the same line of business or commerce, or any act of fraud punishable under 
Georgia law.  Furthermore, I understand that fraud and unlawful collusion are crimes 
under the Georgia Frauds Act.  The Georgia Bid Rigging Act, and Georgia Antitrust Act, 
and Federal Law, and can result in fines, prison sentences, and civil damage awards. 
 
 
I hereby certify that I am authorized to sign as a Representative for the Firm: 
 

Name of Vendor: _________________________________________________  
 

Address:   ______________________________________________________ 
 

Signature:  x_____________________________________________________ 
 

Name (type/print): _________________________________________________ 
 
Title:  _________________________________       
 
Telephone:  ____________________________     

  
Date:  _________________________________ 
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OFFICIAL PROPOSAL FORM 

 
DADE COUNTY BOARD OF COMMISSIONERS 

HISTORIC COURTHOUSE – REPLACEMENT OF WINDOWS 
BID No:  2016-06 

 
The undersigned party hereby proposes the following costs associated with the 
replacement process of each window of the historic Dade County Courthouse located at 
12345 Main Street, Trenton, Georgia ~ 

• Removal and transport of existing windows to an agreed upon location;  
• Manufacturing of new windows according to the project specifications (enclosed); 
• Correction and/or replacement of window’s framing (if needed); 
• Complete installation of new windows and cleanup  

 
 
PROPOSED AMOUNT:  $______________________________________  DOLLARS 
 
 
The Dade County Commission reserves the right to reject any and all bids/proposals and 
to waive any and all technical defects in the execution of any informality in the submission 
of any bid. 
 
 
 
Name:   _____________________________________________________ 
    (Print or Type Company or Individual Name) 
 
 
Signature: _____________________________________________________ 
 
 
Address: _____________________________________________________ 
 
 
  _____________________________________________________ 
 
 
Phone No: _____________________________________________________ 
      (Office Phone, Home Phone, Cell Phone, Fax Number) 
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OFFICIAL PROJECT SPECIFICATIONS 

 
DADE COUNTY BOARD OF COMMISSIONERS 

HISTORIC COURTHOUSE – REPLACEMENT OF WINDOWS 
BID No:  2016-06 

 
 
Replacement process of each window includes, but may not be limited to the following ~ 

• Removal and transport of existing windows to an agreed upon location;  
• Manufacturing of new windows according to the project specifications (enclosed); 
• Correction and/or replacement of window’s framing (if needed); 
• Complete installation of new windows and cleanup  

 
See attached specification guide for a Simonton Reflections Series 5500 Double Hung 
Vinyl Window 
 
 
 



                  REFLECTIONS 5500 DOUBLE HUNG GUIDE SPECIFICATIONS 
 

 
Project Name Project No. Date 
Project Location 08 53 13-1 Vinyl Windows 

SECTION 08 53 13 

VINYL WINDOWS 

PART 1 - GENERAL 

1.1 CONDITIONS AND REQUIREMENTS 

A. The General Conditions, Supplementary Conditions, and Division 01 - Requirements 
apply. 

1.2 SECTION INCLUDES 

A. Double hung vinyl windows. 

1.3 RELATED SECTIONS 

A. Section 06 10 00 - Rough Carpentry. 

B. Section 06 20 00 - Finish Carpentry. 

C. Section 06 40 13 - Exterior Architectural Woodwork. 

D. Section 07 92 00 - Joint Sealants. 

E. Section [xxxxx] – [Section Title]:  [Include brief description of work specified in another 
section that is related to the work of this section.] 

1.4 REFERENCES 

A. American Architectural Manufacturers Association (AAMA): 
1. AAMA 502 - Voluntary Specification for Field Testing of Newly Installed 

Fenestration Products. 
2. AAMA 506 - Voluntary Specification for Hurricane Impact and Cycle Testing of 

Fenestration Products. 

B. American Architectural Manufacturers Association/Window & Door Manufacturers 
Association/Canadian Standards Association (AAMA/WDMA/CSA): 
1. AAMA/WDMA/CSA 101/I.S.2/A440 - Standard/Specification for Windows, Doors, 

and Skylights. 

C. ASTM International (ASTM): 
1. ASTM E90 - Standard Test Method for Laboratory Measurement of Airborne 

Sound Transmission Loss of Building Partitions and Elements. 
2. ASTM E413 - Classification for Rating Sound Insulation. 
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Project Name Project No. Date 
Project Location 08 53 13-2 Vinyl Windows 

3. ASTM E1332 - Standard Classification for Rating Outdoor-Indoor Sound 
Attenuation. 

4. ASTM E1886 - Standard Test Method for Performance of Exterior Windows, 
Curtain Walls, Doors, and Impact Protective Systems Impacted by Missile(s) and 
Exposed to Cyclic Pressure Differentials. 

5. ASTM E1996 - Standard Specification for Performance of Exterior Windows, 
Curtain Walls, Doors, and Impact Protective Systems Impacted by Windborne 
Debris in Hurricanes. 

6. ASTM F588 - Standard Test Method for Measuring the Forced Entry Resistance 
of Window Assemblies, Excluding Glazing Impact. 

D. National Fenestration Rating Council (NFRC): 
1. NFRC 100 - Procedure for Determining Fenestration Product U-factors. 
2. NFRC 200 - Procedure for Determining Fenestration Product Solar Heat Gain 

Coefficient and Visible Transmittance at Normal Incidence. 

1.5 PERFORMANCE REQUIREMENTS 

A. Product Standard:  Comply with AAMA/WDMA/CSA 101/I.S.2/A440 for definitions and 
minimum standards of performance materials, components, accessories, and 
fabrication unless more stringent requirements are indicated. 

B. Performance Class and Grade:  AAMA/WDMA/CSA 101/I.S.2/A440 as follows: 
1. Minimum Performance Class:  [R] [LC] [Insert class]. 
2. Minimum Performance Grade:  [20] [Insert grade]. 

C. Forced Entry Resistance:  Meet the requirements of ASTM F588 for Type [Insert type], 
Grade [Insert grade]. 

D. Air Infiltration:  Maximum air leakage through fixed glazing and framing areas of 0.30 
cfm/sq ft of fixed wall area as determined according to ASTM E283 at a minimum 
static-air-pressure differential of 1.57 lbf/sq ft. 

E. Operating Force:  Maximum allowable lb force of 30 lbf. 

F. Water Penetration:  Minimum water resistance of [2.86 psf for entry level R15] [3.75 psf 
for entry level LC25] [4.50 psf for entry level C30] structural rating. 

G. Thermal Transmittance:  NFRC 100 maximum whole window U-factor of [0.30 Btu/sq ft 
x°h x degrees F] [Insert value]. 

H. Solar Heat Gain Coefficient (SHGC):  NFRC 200 maximum whole window SHGC of 
[0.30] [Insert value]. 

I. Windborne-Debris Resistance:  Capable of resisting impact from windborne debris 
based on testing, glazed windows identical to those specified, in accordance with 
ASTM E1886 and ASTM E1996 and requirements of authorities having jurisdiction. 

1.6 SUBMITTALS 
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Project Name Project No. Date 
Project Location 08 53 13-3 Vinyl Windows 

A. Submit under provisions of Section [01 33 00] [______]. 

B. Product Data:  Submit for each product specified indicating: 
1. Construction details, material descriptions, and glazing and fabrication methods. 
2. Dimensions of individual components and profiles, hardware, and finishes. 
3. Physical and performance properties. 
4. Preparation and installation instructions and recommendations. 
5. Storage and handling recommendations. 

C. Shop Drawings:  Provide detailed elevations indicating size, glazing type, muntin type, 
and design for each window type; indicate multiple window unit connection details and 
installation. 

D. Samples:  Submit 2 by 4 inch minimum size samples for each exposed product and 
color specified. 
1. Include similar samples of hardware and accessories involving color selection. 

E. Qualification Data:  Provide for manufacturer and installer. 

F. Product Test Reports:  Submit certified independent testing agency reports indicating 
windows units meet or exceed specified performance requirements. 

G. Operation and Maintenance Data:  Submit for windows to include in maintenance 
manuals. 

H. Warranty:  Submit sample special warranty specified in this section. 

1.7 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  A qualified manufacturer that has a minimum of [10] 
[________] years of documented experience manufacturing vinyl windows similar to 
that used for this project. 

B. Installer Qualifications:  A firm that is acceptable to vinyl window manufacturer to install 
windows in accordance with guidelines set forth by the manufacturer. 

C. Source Limitations:  Obtain each type of vinyl window from same manufacturer. 

D. Mockups:  Build mockups to verify selections made under sample submittals and to 
evaluate aesthetic effects and establish quality standards for materials and 
workmanship. 
1. Construct mockups in the location and of the size indicated or, if not indicated, as 

directed by Architect. 
2. Approved mockups may become part of the completed Work if undisturbed at 

time of Substantial Completion. 

E. Preinstallation Conference:  Conduct conference at project site to discuss methods and 
procedures relating to installation of the vinyl windows. 

1.8 DELIVERY, STORAGE AND HANDLING 



                  REFLECTIONS 5500 DOUBLE HUNG GUIDE SPECIFICATIONS 
 

 
Project Name Project No. Date 
Project Location 08 53 13-4 Vinyl Windows 

A. Deliver windows to project site in undamaged condition; handle window units to 
prevent damage to components and finishes. 

B. Store and protect windows in accordance with manufacturer's written 
recommendations to prevent damage from condensation, temperature changes, direct 
exposure to sun, or other causes. 

1.9 SITE CONDITIONS 

A. Ambient Conditions:  Maintain temperature, humidity, and ventilation within limits 
recommended by manufacturer. 

1.10 WARRANTY 

A. Manufacturer's Warranty:  Manufacturer's standard form in which manufacturer agrees 
to replace vinyl windows that fail within specified warranty period. 
1. Warranty Period:  Lifetime of windows. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Basis-of-Design Product:  The design for double hung vinyl windows is based on 
Reflections 5500 Series Double Hung Windows manufactured by Simonton Windows, 
P.O. Box 1646, Parkersburg, WV 26102-1646; telephone: 800-simonton; Web Site: 
www.simonton.com. 

B. Substitutions will not be considered. 

C. Substitutions will be considered, subject to compliance with requirements of this 
section, under provisions of Section 01 60 00. 

2.2 DOUBLE HUNG VINYL WINDOWS 

A. Double Hung Vinyl Windows:  Simonton Reflections 5500 Series Double Hung 
windows: 
1. Comply with AAMA/WDMA/CSA 101/I.S.2/A440 for definitions and minimum 

standards of performance, materials, components, accessories, and fabrication. 
a. Window Certification:  Test windows to AAMA Gold Label Certification 

Program for thermal performance and air, water, and structural integrity.  
Provide certification label on each window. 

2. Minimum Performance Class and Grade:  [H-LC25] [H-LC35] [H-LC50] [H-LC55] 
[H-R20] [H-R25] [H-R50] [H-R52.8] [H-R55] [H-R60] [H-R65]. 

3. Frames and Sashes:  Fusion welded impact-resistant, UV-stabilized PVC. 
a. Finish:  Integral [[white] [tan] [driftwood] standard interior/exterior color] 

[insert Decorum™ custom exterior color from manufacturer’s currently 

http://www.simonton.com/
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available range] [and] [insert Decorum™ custom interior laminate color 
from manufacturer’s currently available range]. 

4. Sill:  Triple-stepped, sloped design sill angled downward to force water away 
from window. 

5. Insulating Glass Units: 
a. [Standard Unit:  3/4-inch thick consisting of two (2) panes of single-strength 

ProSolar™ soft coat Low-E glass with Argon gas fill and PPG Intercept® 
warm edge spacer.] 

b. [Optional Unit:  [7/8] [One (1)] inch thick consisting of three (3) panes of 
double-strength ProSolar™ soft coat Low-E glass with [Argon] [Krypton] 
gas fill and Super Spacer® warm edge solid silicone foam spacer.] 

c. Glass Type:  [Single-strength] [Double-strength [fully tempered] 
[laminated]]. 

d. Glass Color:  [Bronze tinted] [Grey tinted] [Obscure]. 
6. Grids: 

a. Types:  [Flat] [Sculptured]. 
b. Style:  [Colonial] [Diamond] [Perimeter] [Double perimeter] [Prairie] [Double 

prairie]. 
c. Size:  [5/8] [One (1)] inch. 
d. Color:  [[White] [Tan] [Driftwood][Brass]] [insert custom exterior color from 

manufacturer’s currently available range] [and] [insert Decorum™ custom 
interior laminate color from manufacturer’s currently available range]. 

7. Hardware, General:  Provide manufacturer’s standard hardware fabricated from 
aluminum, stainless steel, carbon steel, or other corrosion-resistant material 
compatible with adjacent materials, designed to smoothly operate, tightly close, 
and securely lock windows, and sized to accommodate sash weight and 
dimensions. 
a. Exposed Hardware Color and Finish:  [White] [[Tan] [Driftwood] [Polished 

brass] [Brushed nickel] [Oil-rubbed bronze] [Dark bronze].] 
8. Double-Hung Window Hardware: 

a. Counterbalancing Mechanism:  Concealed 3/4-inch stainless steel constant 
force coil spring. 

b. Locking System:  Cam lock with adjustable keeper. 
c. Pivot System:  Denny Clip™ flush mount releasing tilt latch allows sash to 

pivot about horizontal axis to permit cleaning of exterior surfaces from the 
interior. 

d. Handle Style:  [Contoured [white] [tan] [driftwood] extruded lift rail] [Curved 
[brushed nickel] [oil-rubbed bronze] [polished brass] lift handles]. 

9. Weather Stripping:  Dual fin seal around sash perimeter, triple weather stripping 
at sash head and sill, and tri-durometer closed-cell foam weather stripping. 

10. Fasteners:  Noncorrosive and compatible with window members, trim, hardware, 
anchors, and other components. 
a. Do not use exposed fasteners to the greatest extent possible.  Use 

fasteners that match finish hardware being fastened. 

2.3 INSECT SCREENS 

A. General:  Fabricate insect screens to fully integrate with window frame.  Provide screen 
for each operable exterior sash. 
1. Type and Location:  [Half] [Full] outside. 
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B. Aluminum Frames:  Manufacturer’s standard extruded aluminum forms with color and 
finish matching window frames. 

C. Screen Fabric:  [Fiberglass 18-by-14 or 18-by-16 mesh in manufacturer’s standard 
color] [Aluminum 18-by-16 mesh of 0.011-inch diameter, coated aluminum wire in 
manufacturer’s standard color]. 

2.4 FABRICATION 

A. Fabricate vinyl windows in sizes required.  Provide a complete system for assembling 
components and anchoring windows. 

B. Factory glaze windows. 

C. Weather strip each operable sash to provide weathertight installation. 

D. Provide mullions and cover plates, compatible with windows, complete with anchors for 
support to structure and installation of windows.  Provide for erection tolerances and 
movement of window units due to thermal expansion and building deflections.  Mullions 
and cover plates to be capable of withstanding design wind loads of window units.  
Match finish of windows. 

E. Mount hardware through double walls of vinyl extrusions or provide corrosion-resistant 
reinforcement. 

F. Complete fabrication, assembly, finishing, hardware application, and other work in the 
factory to greatest extent possible.  Disassemble components only to the extent 
necessary to permit shipment and installation.  Allow for scribing, trimming, and fitting 
at project site. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine openings, substrates, anchorage, and supports for compliance with 
requirements for tolerances relating to installation and other conditions which can affect 
performance of the Work. 

B. Verify that rough opening dimensions, sill levelness, and operational clearances are 
acceptable. 

C. Examine abutting wall flashings, vapor retarders, weather barriers, and other 
components to ensure a weathertight window installation. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 
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A. Clean substrates thoroughly prior to installation. 

B. Prepare substrates using methods recommended by window manufacturer to achieve 
the best results for the substrate under project conditions. 

C. Protect window frames and surrounding surfaces to prevent damage during 
installation. 

3.3 INSTALLATION 

A. Install windows in accordance with manufacturer’s written instructions. 

B. Install windows level, plumb, square, true to line, and without distortion.  Anchor 
windows securely in place to supporting substrate.  Verify that windows are installed in 
proper relation to wall flashing and other abutting materials to achieve a weathertight 
installation. 

3.4 FIELD QUALITY CONTROL 

A. After installation, test windows to verify amount of air infiltration and water resistance in 
accordance with AAMA 502.  The tests shall demonstrate compliance with the 
following requirements: 
1. Allowable Air Leakage Rate:  1.5 times the applicable rate for the product type 

and performance class in accordance with AAMA/WDMA/CSA 101/I.S. 2/A440. 
2. Allowable Water Infiltration:  None permitted. 

B. If installed windows do not meet these criteria, remove and replace with new windows 
and retest. 

3.5 ADJUSTING, CLEANING AND PROTECTION 

A. Adjust operating components to ensure a tight fit at contact points and weather 
stripping for smooth operation and weathertight closure. 

B. Clean exposed surfaces of windows immediately after installation using cleaning 
methods recommended by window manufacturer.  Remove excess sealants, glazing 
materials, dirt, and other substances. 

C. Replace glass that has been broken, chipped, cracked, abraded, or damaged during 
construction. 

D. Protect installed products until completion of project. 

E. Touch-up, repair or replace damaged products before Substantial Completion. 

END OF SECTION 
 

© 2010 Simonton Windows.  All Rights Reserved. 
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A copyright license to reproduce this specification is hereby granted  
to non-manufacturing engineers, architects and specification writers. 

New 11/10 
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	E. Operating Force:  Maximum allowable lb force of 30 lbf.
	F. Water Penetration:  Minimum water resistance of [2.86 psf for entry level R15] [3.75 psf for entry level LC25] [4.50 psf for entry level C30] structural rating.
	G. Thermal Transmittance:  NFRC 100 maximum whole window U-factor of [0.30 Btu/sq ft x h x degrees F] [Insert value].
	H. Solar Heat Gain Coefficient (SHGC):  NFRC 200 maximum whole window SHGC of [0.30] [Insert value].
	I. Windborne-Debris Resistance:  Capable of resisting impact from windborne debris based on testing, glazed windows identical to those specified, in accordance with ASTM E1886 and ASTM E1996 and requirements of authorities having jurisdiction.

	1.6 SUBMITTALS
	A. Submit under provisions of Section [01 33 00] [______].
	B. Product Data:  Submit for each product specified indicating:
	1. Construction details, material descriptions, and glazing and fabrication methods.
	2. Dimensions of individual components and profiles, hardware, and finishes.
	3. Physical and performance properties.
	4. Preparation and installation instructions and recommendations.
	5. Storage and handling recommendations.

	C. Shop Drawings:  Provide detailed elevations indicating size, glazing type, muntin type, and design for each window type; indicate multiple window unit connection details and installation.
	D. Samples:  Submit 2 by 4 inch minimum size samples for each exposed product and color specified.
	1. Include similar samples of hardware and accessories involving color selection.

	E. Qualification Data:  Provide for manufacturer and installer.
	F. Product Test Reports:  Submit certified independent testing agency reports indicating windows units meet or exceed specified performance requirements.
	G. Operation and Maintenance Data:  Submit for windows to include in maintenance manuals.
	H. Warranty:  Submit sample special warranty specified in this section.

	1.7 QUALITY ASSURANCE
	A. Manufacturer Qualifications:  A qualified manufacturer that has a minimum of [10] [________] years of documented experience manufacturing vinyl windows similar to that used for this project.
	B. Installer Qualifications:  A firm that is acceptable to vinyl window manufacturer to install windows in accordance with guidelines set forth by the manufacturer.
	C. Source Limitations:  Obtain each type of vinyl window from same manufacturer.
	D. Mockups:  Build mockups to verify selections made under sample submittals and to evaluate aesthetic effects and establish quality standards for materials and workmanship.
	1. Construct mockups in the location and of the size indicated or, if not indicated, as directed by Architect.
	2. Approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.

	E. Preinstallation Conference:  Conduct conference at project site to discuss methods and procedures relating to installation of the vinyl windows.

	1.8 DELIVERY, STORAGE AND HANDLING
	A. Deliver windows to project site in undamaged condition; handle window units to prevent damage to components and finishes.
	B. Store and protect windows in accordance with manufacturer's written recommendations to prevent damage from condensation, temperature changes, direct exposure to sun, or other causes.

	1.9 SITE CONDITIONS
	A. Ambient Conditions:  Maintain temperature, humidity, and ventilation within limits recommended by manufacturer.

	1.10 WARRANTY
	A. Manufacturer's Warranty:  Manufacturer's standard form in which manufacturer agrees to replace vinyl windows that fail within specified warranty period.
	1. Warranty Period:  Lifetime of windows.



	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	A. Basis-of-Design Product:  The design for double hung vinyl windows is based on Reflections 5500 Series Double Hung Windows manufactured by Simonton Windows, P.O. Box 1646, Parkersburg, WV 26102-1646; telephone: 800-simonton; Web Site: 4TUwww.simonton.co�
	B. Substitutions will not be considered.
	C. Substitutions will be considered, subject to compliance with requirements of this section, under provisions of Section 01 60 00.

	2.2 DOUBLE HUNG VINYL WINDOWS
	A. Double Hung Vinyl Windows:  Simonton Reflections 5500 Series Double Hung windows:
	1. Comply with AAMA/WDMA/CSA 101/I.S.2/A440 for definitions and minimum standards of performance, materials, components, accessories, and fabrication.
	a. Window Certification:  Test windows to AAMA Gold Label Certification Program for thermal performance and air, water, and structural integrity.  Provide certification label on each window.

	2. Minimum Performance Class and Grade:  [H-LC25] [H-LC35] [H-LC50] [H-LC55] [H-R20] [H-R25] [H-R50] [H-R52.8] [H-R55] [H-R60] [H-R65].
	3. Frames and Sashes:  Fusion welded impact-resistant, UV-stabilized PVC.
	a. Finish:  Integral [[white] [tan] [driftwood] standard interior/exterior color] [insert Decorum™ custom exterior color from manufacturer’s currently available range] [and] [insert Decorum™ custom interior laminate color from manufacturer’s currently avai�

	4. Sill:  Triple-stepped, sloped design sill angled downward to force water away from window.
	5. Insulating Glass Units:
	a. [Standard Unit:  3/4-inch thick consisting of two (2) panes of single-strength ProSolar™ soft coat Low-E glass with Argon gas fill and PPG InterceptP®P warm edge spacer.]
	b. [Optional Unit:  [7/8] [One (1)] inch thick consisting of three (3) panes of double-strength ProSolar™ soft coat Low-E glass with [Argon] [Krypton] gas fill and Super SpacerP®P warm edge solid silicone foam spacer.]
	c. Glass Type:  [Single-strength] [Double-strength [fully tempered] [laminated]].
	d. Glass Color:  [Bronze tinted] [Grey tinted] [Obscure].

	6. Grids:
	a. Types:  [Flat] [Sculptured].
	b. Style:  [Colonial] [Diamond] [Perimeter] [Double perimeter] [Prairie] [Double prairie].
	c. Size:  [5/8] [One (1)] inch.
	d. Color:  [[White] [Tan] [Driftwood][Brass]] [insert custom exterior color from manufacturer’s currently available range] [and] [insert Decorum™ custom interior laminate color from manufacturer’s currently available range].

	7. Hardware, General:  Provide manufacturer’s standard hardware fabricated from aluminum, stainless steel, carbon steel, or other corrosion-resistant material compatible with adjacent materials, designed to smoothly operate, tightly close, and securely loc�
	a. Exposed Hardware Color and Finish:  [White] [[Tan] [Driftwood] [Polished brass] [Brushed nickel] [Oil-rubbed bronze] [Dark bronze].]

	8. Double-Hung Window Hardware:
	a. Counterbalancing Mechanism:  Concealed 3/4-inch stainless steel constant force coil spring.
	b. Locking System:  Cam lock with adjustable keeper.
	c. Pivot System:  Denny Clip™ flush mount releasing tilt latch allows sash to pivot about horizontal axis to permit cleaning of exterior surfaces from the interior.
	d. Handle Style:  [Contoured [white] [tan] [driftwood] extruded lift rail] [Curved [brushed nickel] [oil-rubbed bronze] [polished brass] lift handles].

	9. Weather Stripping:  Dual fin seal around sash perimeter, triple weather stripping at sash head and sill, and tri-durometer closed-cell foam weather stripping.
	10. Fasteners:  Noncorrosive and compatible with window members, trim, hardware, anchors, and other components.
	a. Do not use exposed fasteners to the greatest extent possible.  Use fasteners that match finish hardware being fastened.



	2.3 INSECT SCREENS
	A. General:  Fabricate insect screens to fully integrate with window frame.  Provide screen for each operable exterior sash.
	1. Type and Location:  [Half] [Full] outside.

	B. Aluminum Frames:  Manufacturer’s standard extruded aluminum forms with color and finish matching window frames.
	C. Screen Fabric:  [Fiberglass 18-by-14 or 18-by-16 mesh in manufacturer’s standard color] [Aluminum 18-by-16 mesh of 0.011-inch diameter, coated aluminum wire in manufacturer’s standard color].

	2.4 FABRICATION
	A. Fabricate vinyl windows in sizes required.  Provide a complete system for assembling components and anchoring windows.
	B. Factory glaze windows.
	C. Weather strip each operable sash to provide weathertight installation.
	D. Provide mullions and cover plates, compatible with windows, complete with anchors for support to structure and installation of windows.  Provide for erection tolerances and movement of window units due to thermal expansion and building deflections.  Mul�
	E. Mount hardware through double walls of vinyl extrusions or provide corrosion-resistant reinforcement.
	F. Complete fabrication, assembly, finishing, hardware application, and other work in the factory to greatest extent possible.  Disassemble components only to the extent necessary to permit shipment and installation.  Allow for scribing, trimming, and fitt�


	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine openings, substrates, anchorage, and supports for compliance with requirements for tolerances relating to installation and other conditions which can affect performance of the Work.
	B. Verify that rough opening dimensions, sill levelness, and operational clearances are acceptable.
	C. Examine abutting wall flashings, vapor retarders, weather barriers, and other components to ensure a weathertight window installation.
	D. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 PREPARATION
	A. Clean substrates thoroughly prior to installation.
	B. Prepare substrates using methods recommended by window manufacturer to achieve the best results for the substrate under project conditions.
	C. Protect window frames and surrounding surfaces to prevent damage during installation.

	3.3 INSTALLATION
	A. Install windows in accordance with manufacturer’s written instructions.
	B. Install windows level, plumb, square, true to line, and without distortion.  Anchor windows securely in place to supporting substrate.  Verify that windows are installed in proper relation to wall flashing and other abutting materials to achieve a weath�

	3.4 FIELD QUALITY CONTROL
	A. After installation, test windows to verify amount of air infiltration and water resistance in accordance with AAMA 502.  The tests shall demonstrate compliance with the following requirements:
	1. Allowable Air Leakage Rate:  1.5 times the applicable rate for the product type and performance class in accordance with AAMA/WDMA/CSA 101/I.S. 2/A440.
	2. Allowable Water Infiltration:  None permitted.

	B. If installed windows do not meet these criteria, remove and replace with new windows and retest.

	3.5 ADJUSTING, CLEANING AND PROTECTION
	A. Adjust operating components to ensure a tight fit at contact points and weather stripping for smooth operation and weathertight closure.
	B. Clean exposed surfaces of windows immediately after installation using cleaning methods recommended by window manufacturer.  Remove excess sealants, glazing materials, dirt, and other substances.
	C. Replace glass that has been broken, chipped, cracked, abraded, or damaged during construction.
	D. Protect installed products until completion of project.
	E. Touch-up, repair or replace damaged products before Substantial Completion.




